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TOWER/MOBILE SCAFFOLD- SAFE WORK METHOD STATEMENT (SWMS)  
Business Contact: Phone #:  Principal Contractor (PC): 

Responsible person (for monitoring SWMS and work): PC Address: 

Signature:  Date:  PC Phone #: Date SWMS provided to PC: 

Contact Phone #: Job Site Address: 

SITE MANAGEMENT PLAN Is the work associated with a Construction Project?  Yes  No 
If yes – This SWMS must align with the requirements of the 
Site Management Plan in place for the Construction Project. 

THIS WORK ACTIVITY INVOLVES THE FOLLOWING "HIGH-RISK CONSTRUCTION WORK" (HRCW - IDENTIFIED IN THE JOB TASK COLUMN) 

 Confined spaces  Mobile plant movement  Demolition of a load-bearing structure  Asbestos disturbance 

 Using explosives  Diving work  Artificial extremes of temperature  Tilt-up or pre-cast concrete 

 Pressurised gas distribution mains or piping chemical, fuel or refrigerant lines energised electrical installations or services  

 Structures or buildings involving structural alterations or repairs that require temporary support to prevent collapse 

 Involves a risk of a person falling from 2m or more, including work on telecommunications towers  Work in a ceiling space (W.A. Only) 

 Working at depths greater than 1.5 metres, including tunnels or mines  Work in an area that may have a contaminated or flammable atmosphere 

 Work carried out adjacent to a road, railway or shipping lane, traffic corridor  In or near water or other liquid that involves the risk of drowning 
WORKING WITH A RISK OF A FALL OVER 2 METRES.  Select the fall from height' hierarchy of control level' considered when establishing controls: 

 L 1: Work on the ground or solid construction   L 4: Use a fall arrest system e.g., safety harness, catch platforms 

 L 2: Use a passive fall restraint system e.g., guard rails, scaffolding, EWP  L 5: Implement administrative controls e.g., signage, or instruction 

 L 3: Use a work positioning system e.g., travel restraint, rope access  Other? 
More than one of these measures to reduce risk can be used.  For example, engineering controls like edge protection can be implemented with administrative controls 
like training and use of this SWMS, while wearing PPE (non-slip shoes).  Please describe why it is not reasonably practicable to use higher-order control measures.  
E.g. The job is less than 5 minutes on a Mobile scaffold. 

SAMPLE



 

Company Name:  
Company Address:  
ABN/NZBN:  

 

DOCUMENT #:  VERSION #: 1 DEVELOPED BY  AUTHORISED BY REVIEW #: 
TOWER/MOBILE SCAFFOLD SAFE WORK METHOD 
STATEMENT © SafetyCulture All Rights Reserved ISSUE DATE:  REVISION DATE:  Page 2 of 3 

 

 
 
 

Personal Protective Equipment (PPE) 
FOOT 

PROTECTION 
HEARING 

PROTECTION 
HIGH 

VISIBILITY 
HEAD 

PROTECTION 
EYE  

PROTECTION 
FACE 

PROTECTION 
HAND 

PROTECTION 
PROTECTIVE 
CLOTHING 

BREATHING 
PROTECTION 

SUN 
PROTECTION 

SAFETY 
HARNESS 

Do not wear rings, 
watches or 
jewellery that may 
become 
entangled.  Long 
and loose hair 
must be tied back.             

            
 

JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR RESPONSIBLE 

PERSON 
4. Transporting 

mobile 
scaffolding 

Injury during 
manual handling 
of mobile scaffolds 

3H  Train workers in proper manual handling techniques. 
 Use trolleys, ramps, or additional personnel for moving heavy mobile scaffolds. 

2M Workers to 
ensure control 
measures 
followed Damage to the 

mobile scaffold 
during transport 

3H  Secure mobile scaffolds on the vehicle to avoid movement.  
 Use padding to protect mobile scaffolds from scratches or dents during transportation. 

2M 

Mobile scaffold 
falling during 
transport 

3H  Ensure mobile scaffolds are adequately secured before transport.  
 Use tie-downs, ropes, or straps to secure to vehicles. 
 Check that the components do not extend dangerously beyond the vehicle's length. 
 

2M 

Mobile scaffold 
causing harm to 
public or workers 
during transport 

3H  Ensure the area is clear.  
 Use spotters if necessary.  

2M 

Mobile scaffold 
hindering vehicle 
operation 

3H  Do not obstruct the driver's view with scaffold placement. 
 Ensure the scaffolding does not interfere with any vehicle operation, such as indicator lights 

or mirrors. 
 

2M 

5. Arrival on-site 
& assess on-
site 
conditions 

Unassessed site 
conditions 

3H  Upon arrival, thoroughly assess the worksite to identify any potential hazards (slippery 
surfaces, uneven terrain, overhead obstacles, wind conditions, etc.).  

 Make necessary adjustments to the work plan based on these conditions. 
 Determine necessary PPE for tasks. This may include safety helmets, gloves, non-slip 

footwear, hi-vis vests, safety glasses etc. 
 Pre-start: 
o Suitable PPE is available and worn by workers. 
o Mobile scaffold components are in good working condition and free from defects. 
o Tools and equipment required for scaffold assembly and operation are in proper 

working order. 

2M Supervisor 
and workers 
to ensure 
control 
measures 
followed  
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JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR RESPONSIBLE 

PERSON 
o Appropriate access equipment (e.g., ladders) is available and in good condition. 
o Adequate lighting is available for night work. 
o First aid supplies and emergency equipment are readily accessible. 
o Communication devices (e.g., two-way radios or mobile phones) are functional and 

accessible. 
o Workers clearly communicate and understand emergency procedures, evacuation 

routes, and assembly points. 
o The project site is clear of any potential hazards or obstructions. 
o All workers are briefed on the SWMS, including their roles and responsibilities. 
o Any additional site-specific hazards or control measures are identified and addressed. 

 

Incorrect mobile 
scaffold choice 
based on worksite 
conditions 

3H  Determine the appropriate setup based on the on-site conditions and tasks to be 
performed. 

 Consider factors like required stability, proximity to electrical hazards, and the nature of the 
work. 

 Verify there is enough space for safe setup and use of the mobile scaffold. 
  Ensure no obstacles are preventing the correct angle and placement. 
 

2M 

Inadequate setup 
space for mobile 
scaffold 

3H  Verify there is enough space for safe setup and use of the scaffold. 
  Ensure no obstacles are preventing the correct placement. 

2M 

Public or other 
workers in the 
vicinity 

3H  Assess the presence and movement of other individuals in the area.  
 Establish a safe working area using barriers, cones or signage to prevent unauthorised 

access if necessary. 
 

2M 

Changing 
environmental or 
work conditions 

3H  Monitor the work site conditions continuously.  
 Weather conditions are suitable for safe scaffold setup and operation. 

2M 

6. HRCW 
Erecting 
mobile 
scaffold 

Equipment 
Failure/Falls 

3H  Instruction and Inspection: 
o Always erect the scaffold according to the manufacturer's guidelines. 
o If uncertain about any step, refer to the user manual or consult with the manufacturer. 
 

o Before assembly, inspect all components for damage. 
o Do not use damaged parts. Replace them with parts that are in good condition. 
 

o Only use components designed for the scaffold system. 
o If integrating parts from different systems, seek approval from a competent person 

before assembly. 

2M Supervisor 
and workers 
to ensure 
control 
measures 
followed. 
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