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HEBEL CONSTRUCTION SAFE WORK METHOD STATEMENT (SWMS)
Business Contact: Phone #: Principal Contractor (PC): 

Responsible person (for monitoring SWMS and work): PC Address: 

Signature:  Date: PC Phone #: Date SWMS provided to PC: 

Contact Phone #: Job Site Address: 

SITE MANAGEMENT PLAN Is the work associated with a Construction Project?  Yes  No 
If yes – This SWMS must align with requirements of the Site 
Management Plan in place for the Construction Project. 

THIS WORK ACTIVITY INVOLVES THE FOLLOWING “HIGH-RISK CONSTRUCTION WORK” (HRCW - IDENTIFIED IN THE JOB TASK COLUMN) 

 Confined spaces  Mobile plant movement  Demolition of a load-bearing structure  Asbestos disturbance 

 Using explosives  Diving work  Artificial extremes of temperature  Tilt-up or pre-cast concrete 

 Pressurised gas distribution mains or piping chemical, fuel or refrigerant lines energised electrical installations or services 

 Structures or buildings involving structural alterations or repairs that require temporary support to prevent collapse 

 Involves a risk of a person falling from 2m or more, including work on telecommunications towers  Work in a ceiling space (W.A. Only) 

 Working at depths greater than 1.5 metres, including tunnels or mines  Work in an area that may have a contaminated or flammable atmosphere 

 Work carried out adjacent to a road, railway or shipping lane, traffic corridor  In or near water or other liquid that involves the risk of drowning 
WORKING WITH A RISK OF A FALL OVER 2 METRES. Select the fall from height 'hierarchy of control level' considered when establishing controls: 

 L 1: Work on the ground or solid construction  L 4: Use a fall arrest system e.g., safety harness, catch platforms 

 L 2: Use a passive fall restraint system e.g., guard rails, scaffolding, EWP  L 5: Implement administrative controls e.g., signage, or instruction 

 L 3: Use a work positioning system e.g., travel restraint, rope access  Other? 
More than one of these measures to reduce risk can be used.  For example, engineering controls like edge protection can be implemented with administrative controls 
like training and use of this SWMS, while wearing PPE (non-slip shoes). Please describe why it is not reasonably practicable to use higher-order control measures.  
E.g. The job is less than 5 minutes on a ladder.
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JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR RESPONSIBLE 

PERSON 
� Do not overload wheelbarrows or buckets when moving the mortar from the mixing area to 

the work area 
� Use the correct hand tool for each stage of the task - use a drill to stir the mix. 

 

Eye trauma 3H � Wear safety glasses or goggles when handling open bags and mixing 
� Do not use excessive speed when stirring. A variable speed drill is preferable 
� Ensure the stirrer has completely stopped rotating before removing from the mix to avoid 

splashing of the wet adhesive or mortar.  
 

2M 

13. Cutting, 
trimming & 
handling 
hebel 

Cuts/lacerations 3H � Follow the manufacturer’s instructions for safe use of circular/hand saw/grinder 
� Use the correct blade size recommended by the manufacturer. Oversize blades are 

dangerous 
� Ensure guards are in place 
� Do not force the blade; if the material does not cut easily, the selection of blade could be 

incorrect for the material being cut 
� Keep hands well clear of the blade when in use 
� Remove material from cutting table when saw blade has completely stopped. 

 

2M Supervisors 
to check all 
controls in 
place and 
followed 
 
Workers to 
follow 
controls and 
make 
supervisor 
aware of any 
issues 

Projectiles – 
shattered blade 

3H � Hebel panels – use a segmented diamond-tipped cutting blade when cutting panels and be 
aware when cutting through the steel reinforcement  

� Wear safety glasses or goggles. 
 

2M 

Fire / explosion 3H � Follow safety precautions on Hot Work Permit 
� Note: Do not conduct work that is not listed on the Hot Work Permit. If other Hot Works are 

required, obtain Hot Work Permit for that task before commencement. 
� Do not operate power tools in explosive atmospheres (i.e., presence of flammable liquids, 

gases or dust). 
 

2M 

Exposure to silica 
dust 
o Cutting 
o Grinding 
o Drilling 

4A � Task control 
o Never cut materials unless the use is controlled 
o Consider the most appropriate control e.g water delivery or dry dust control 

� Equipment 
o Minimise dust emissions by operating and maintaining tools according to the 

manufacturer's instructions. 
o Only use equipment that has an integrated water delivery system or a HEPA- filtered 

dust collection system 
o Visually check the tool and extraction unit for signs of damage before use 

� Respiratory PPE - Wear respiratory protective equipment (RPE) such as a half-face negative 
respirator or powered air-purifying respirator (PAPR):  

2M SAMPLE
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JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR RESPONSIBLE 

PERSON 
o Respiratory protection, e.g. P1/P2 face mask minimum 
o People medically fit to wear the face mask 
o A competent person conducts fit testing 
o Complete facial seal  
o Correct cartridge for contaminant 

� Area Control 
o Remove non-essential people from the area 
o Ensure all people that remain in the area are provided with respiratory protection 
o Cover sensitive areas (power outlets, food storage) 
o Wash hands before eating, drinking, smoking, or applying cosmetics in areas where 

crystalline silica is present 
� Water delivery control method 
o The equipment must utilise a water delivery system that continuously supplies water to 

the working surface 
o check water is flowing to the cutting area before making contact with the material 
o ensure spray guards are in place before commencing work 
o Regularly clean the work area and surrounding areas 
o Manage slurry to prevent it from drying out (cover or remove) 

� Dry dust control method 
o The equipment must use an integrated HEPA-filtered dust collection system or a 
o commercially available dust collection system with a  dust collector rated to either M or 

H-Class per AS/NZS 60335.2.69.  
o System to have a filter-cleaning mechanism 

� When operating a grinder, ensure  an airflow of ≥ 25 cubic feet per minute (cfm) per 
inch/~700 litres per 25mm of wheel diameter 

� Drills equipped with a commercially available shroud with a dust collection system  
o Ensure the dust collection system provides sufficient airflow as recommended by the tool 

manufacturer 
o The drill must use an integrated HEPA-filtered dust collection system or a commercially 

available dust collection system with a  dust collector rated to either M or H-Class per 
AS/NZS 60335.2.69.  

� If using a vacuum to clean holes, ensure the vacuum is rated to either M or H-Class per 
AS/NZS 60335.2.69 when cleaning holes. 

o  

MSD injuries 3H � Wheelbarrow or trolley should be used to move blocks around the site 
� Do not overload wheelbarrows/trolleys and ensure the load is even 
� Keep pathways unobstructed & evenly graded 
� Use correct manual handling techniques for lifting blocks: 

2M 

SAMPLE




