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ROAD PROFILER OPERATION SAFE WORK METHOD STATEMENT (SWMS)  

Business Contact: Phone #:  Principal Contractor (PC): 

Responsible person (for monitoring SWMS and work): PC Address: 

Signature:  Date:  PC Phone #: Date SWMS provided to PC: 

Contact Phone #: Job Site Address: 

SITE MANAGEMENT PLAN Is the work associated with a Construction Project?  Yes  No 
If yes – This SWMS must align with requirements of the Site 
Management Plan in place for the Construction Project. 

THIS WORK ACTIVITY INVOLVES THE FOLLOWING “HIGH-RISK CONSTRUCTION WORK” (HRCW - IDENTIFIED IN THE JOB TASK COLUMN) 

 Confined spaces  Mobile plant movement  Demolition of a load-bearing structure  Asbestos disturbance 

 Using explosives  Diving work  Artificial extremes of temperature  Tilt-up or pre-cast concrete 

 Pressurised gas distribution mains or piping chemical, fuel or refrigerant lines energised electrical installations or services  

 Structures or buildings involving structural alterations or repairs that require temporary support to prevent collapse 

 Involves a risk of a person falling from 2m or more, including work on telecommunications towers  Work in a ceiling space (W.A. Only) 

 Working at depths greater than 1.5 metres, including tunnels or mines  Work in an area that may have a contaminated or flammable atmosphere 

 Work carried out adjacent to a road, railway or shipping lane, traffic corridor  In or near water or other liquid that involves the risk of drowning 

WORKING WITH A RISK OF A FALL OVER 2 METRES. Select the fall from height 'hierarchy of control level' considered when establishing controls: 

 L 1: Work on the ground or solid construction   L 4: Use a fall arrest system e.g., safety harness, catch platforms 

 L 2: Use a passive fall restraint system e.g., guard rails, scaffolding, EWP  L 5: Implement administrative controls e.g., signage, or instruction 

 L 3: Use a work positioning system e.g., travel restraint, rope access  Other? 

More than one of these measures to reduce risk can be used.  For example, engineering controls like edge protection can be implemented with administrative controls 
like training and use of this SWMS, while wearing PPE (non-slip shoes). Please describe why it is not reasonably practicable to use higher-order control measures.  
E.g. The job is less than 5 minutes on a ladder. 
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JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR 

RESPONSIBLE 

PERSON 
o Avoid touching, handling, or maintaining proximity to metallic objects that may become 

part of the discharge path, e.g. mobile plant. 
 

Laser beams 
Eye trauma 

3H  Protect laser equipment on the plant to ensure workers are not exposed to direct radiation, 
radiation produced by reflection or diffusion or secondary radiation 

 Do not look directly at the beams. 
 

2M 

Noise 3H  Ensure workers are not exposed to noise that exceeds the exposure standard (85dB 
averaged) 

 Hearing protection for operators is required; ensure workers wear ear protection (earplugs 
are not sufficient protection by themselves). 

 

2M 

Fatigue  3H  Allow adequate time between shifts for rest and recovery 
 Adequate breaks throughout the shift to allow for movement, e.g. go for a quick walk. 

 

2M 

9. HRCW 

Conveyor 
operation 

Pedestrian struck 
by convey/debris 

4A  At no time must any person walk under the conveyor when in use 
 Operator to select suitable conveyor belt speed to ensure material is discharged in a 

controlled manner 
 Never slew conveyor over people or other vehicles 
 Adjust milling depth to control material size on conveyor. 

 

2M Operator to 
follow controls 
and make 
supervisor 
aware of any 
issues 

10. HRCW 

Controlling 
silica dust 

Inhalation of silica 
dust 

4A  Operate equipment from within an enclosed cabin 
o Ensure windows are closed at all times 
o Ensure the cabin remains at positive pressure. Ensure  door jambs, window grooves, 

power line entries, and other joints are tightly sealed 
o Use high-efficiency air filtering system (e.g. HEPA filters) for air intakes (Use an intake 

air filter with a minimum MERV16 rating (at least 95 percent efficient in the 0.3-10.0 µm 
range) 

o Keep the area free of settled dust by regular cleaning and maintenance to prevent dust 
from becoming airborne inside the enclosure 

o Do not exit the cab unless clear of the dust generation area or dust suppressants are 
used to minimise dust emissions. 

 

2M Operator to 
follow controls 
and make 
supervisor 
aware of any 
issues 

11. HRCW 

Operation on 
slopes or 
piles 

 Crush injuries 
 Entrapment 
 Fatality 

4A  Travel directly up slopes vertically not diagonally 
 Do not turn on slopes 
 Extend boom and carry bucket low when travelling up slopes,  allowing the operator to drop 

the bucket and prevent the equipment from sliding 
 If the machine begins to side-slip, discard load and turn the machine downhill 
 Ensure heavier end is always higher upslope. 
 

2M Operator to 
follow controls 
and make 
supervisor 
aware of any 
issues 
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JOB TASK HAZARDS IR CONTROL MEASURES 
INHERENT RISK-RATING (IR) BEFORE CONTROLS - RESIDUAL RISK-RATING (RR) AFTER CONTROLS RR 

RESPONSIBLE 

PERSON 
 Ensure compliance with all conditions imposed by the Electricity Supply Authority. Take 

note of all parts of the mobile plant and any loads moved including slings, chains and other 
lifting gear 

 All booms/extensions folded down to their lowest point when the mobile plant is in transit 
 The highest point of the plant item is at least 3 metres from the line when in transit 
 The distance between the plant and power lines should be continually re-assessed to 

ensure the relevant approach distances are maintained. Take consideration of changing 
ground levels. 

 

14. HRCW 
Operation 
near/over 
underground 
services 

 Contact and 
damage to 
underground 
services 

 
 Fire/explosion 
 Electrocution 
 Fatality 

4A  Identify the presence of all underground, aboveground or overhead utilities or services at 
the proposed excavation site: 
o Dial Before You Dig (Telephone Service 1100) as a minimum 
o Site surveys 
o If identified, ensure the location, clearance distances, alignments and other relevant 

information shown on utility drawings for the work 
o All details clearly marked on these documents 

 If drawings are not available, or work is an unscheduled emergency or other unforeseen 
work, identify indicators of underground services on site 

 Advise the utility service providers of actual locations of services when variations are 
detected or made 

 Maintain agreed working depths when working near marked services 
 Stop work if any underground services are contacted or damaged 
 Immediately notify supervisor if services are uncovered, or gas is smelled. 
 

2M Supervisors 
to check all 
controls in 
place and 
followed 
 

Operator to 
follow controls 
and make 
supervisor 
aware of any 
issues 

15. HRCW 

Changing 
attachments 

 Struck by 
moving parts 

 Falling objects 

4A  Remove non-essential people from the area 
 Remove and attach following manufacturer’s instructions. Inspect quick-hitch device, if 

applicable 
 Ensure attachment is on a stable, level surface 
 Ensure all locking pins are secured in place and marked with the manufacturer’s name, 

make, model and serial number, quick hitch weight and maximum rated capacity 
 If damage or faults detected, do not use. Follow LOTO procedures and report to supervisor  
 Operator to raise shaft slowly and test attachment secured for use. 
 

2M Operator to 
follow controls 
and make 
supervisor 
aware of any 
issues 

 Escape of fluids 
under pressure 

 

 Eye or hand 
injury 

4A  When changing hydraulic attachments, wear gloves and eye protection: 
o Turn plant off 
o Release hydraulic pressure 
o Cover quick connect with rag and disconnect 
o Reconnect new attachment 

2M 

SAMPLE




