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SPOT WELDING SOP

WORK AREA No
No trip or slip hazards ’
Yo flammables

2% Appropriate ventilation 4
€ Work surfaces are clean of rust or other contaminants CAUTION
3¢ Clear access and egress. WELDING Signage

AREA

PRE-OPERATIONAL INSPECTION
o Follow the pre-operational checklist in the manufacturer’s operational
manual:

= Ensure power is isolated to unit before inspection

= Unused terminal posts should have ins

= All connections are fully insulated & fi

= Ensure electrode & work return cable ilar length, same
current carrying capacity & rated for the i current
rating/duty cycle

SDS available for
welding products.

Consult
SDS Sheet

» Equipment and leads are tested and tagged as required for use.
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OPERATION MANUAL HANDLING
1. Operate in accordance with manufacturers’ instructions o Practice recommended manual handling techniques

N

. Wear prescribed PPE

7. Set the approach time, weld time, welding current,
pulses, and energy control

8. Turn on welder —red LEDs indicate the welder is
energized

9. Perform welds as manufacturer’s instructions
a. Allow machine to cool between welds

c. Remove earthing
d. Check for damage for unit, leads, etc.
e. Leave area in clean and tidy state.
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PPE Reqister

{company_name} maintains the following register of all PPE supplied to employees. {company_name} ensures all items of PPE are manufactured, used, and
maintained in accordance with the relevant standards. Each employee has been trained in the correct use of the PPE issued.
Eye Face Hand
Protection Protection Protection

PUNOO6O00S

Worker Signature
Employee name Item Issued

? ?

| have received the listed
PPE with appropriate
instruction/training in its

Replacemen
Due Dat

correct use.
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