


Company Name:

- SafetyDocs

/ by SafetyCulture ABN/NZBN:

VEHICLE COLUMN LIFT SOP

WORK AREA OPERATION - LIFTING
1. Operate in accordance with manufacturers’ instructions
2. Wear prescribed PPE

FIRSTAID
b. Check sufficient height to accommodate th hicle in th ed position
5.0perate the hoist as per the operations manugz
6.Raise the vehicle to knee height and chec of gravity before raising it fully
7.After raising the vehicle, check all locks,are ed before moving under the vehicle.

OPERATION - LOWERI
1.Check all tools and equipment h
2.Never lower a vehicle whe

oved before lowering the vehicle
ly or partly underneath the vehicle.

- O - Drive over cables and plugs

VA ™ AN .. .
L Reverse phase sequences inside motors or electrical panels.
Appropriate lighting
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:
Names of HSE Representatives/Workers involved: Date:
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Monitoring dismantle/
decommission D D
Warning devices installed [] []
Warning devices positioned for
best effect D D

[

Maintained within a year

Controls prevent accidental
operation

Controls can be locked to "off."
E-stops are "stop & lock-off" type
E-stops marked & coloured red

E-stops immediately accessible
to operators

The operator has a license

No unauthorised alterations
Intended for use as designed
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Use
Cleaning

Maintenance
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Dismantle Guards are of solid construction ] ] Where is selected, check with the
Decommission Guards are difficult to bypass ] ] Supervisor.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.





