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. Operate in accordance with manufacturers’ instructions

+ Replace cracked, chipped, or damaged blades

Ensure the timber is clear of the blade before turning on th immediately

Turn the saw ON
Let the blade build up to full speed before moving the K to the blade
Hold the workpiece firmly with both hands o itree
workpiece into the blade. Safe sawing reli
correct positioning of the body and hands
8. After the cut is made, turn the saw OFF and wait f
complete stop before removing the workpiece

No o s

2 workpiece support,
uselof'a push stick

=  The blade is correctly seated before tightening the
e blade to come to a

blade locking nut
= Do not over tighten the blade-locking nut.

q W — Ny . . _— A properly equipped F|RSTA|D
- o D R TR N first aid kit must be

W R W - — always close to the o0 qw]

- _— work area. -
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:
Person conducting the checklist: Date:
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Monitoring dismantle/
O . o decommission o O O . u
] - [ Warning devices installed ] ] ] - ]
Warning devices positioned for

[ . o best effect o L] o . O

1 B S E

O NS O ] O MR O

Maintained within a year ] - ] ] ] - ]

The operator has a license ] . ] ] g:grt;ct)iljnprevent Sl ] . ]

No unauthorised alterations O R O (1 BB (] Controls canbe locked to “off.” ] [l [

Intended for use as designed ] - ] ] - [l E-stops are “stop & lock-off” type [ ] - ]

Safety procedures in place for: ] - [] E-stops marked & coloured red ] - ]

. . . E-stops immediately accessible

Installation [ ] . ] ionrisks [] - ] {o operators ] . ]

] . ] ed materials [ ] - ] ] . ]

O N O id /air under pressure [ [ [ O Nl O

O NN O O O MR O

8 1 E

O NN O O M O

O R O Correct attachments O I O

Maintenance [ ] - ] LOTO procedures in place ] - ]

Dismantle [ ] - [] Guards are of solid construction ] - ] Where NI is selected, check with the
Decommission [ ] - [] Guards are difficult to bypass ] - ] Supervisor.
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