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ASPHALT PATCHER SOP

mix. This will result in a hump that will not compact out
d. Apply a light protective layer of dry aggregate to the patch area. This completes the process & traffic can immediately drive over the
patch without damage to it or to passing vehicles

8. Cleaning the System: It is good practice to clean out the asphalt delivery system when stopping operations for extended periods (10 to

20 minutes)

VI.  Reopen one nozzle & then the other to assure that s t from each nozzle
VII.  Cap the discharge nozzle
VIIl.  Cover the waste catch bucket & store it in the on the side of the truck

lll.  Replace the door
IV.  Use a high-pressure water syste shthe*Hopper & gate opening
V.  When water flushing is complete, turn on blower to remove any water & debris
9. On completion:
a. Park in safe area (flat, firm ground, clear of obstructions, traffic, waterways, hazardous or sensitive areas). If this is not possible, park
across the slope

d. Inspect for any damage/leaks. If damage is detected — report immediately & take out of service.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED MOBILE MACHINERY) Make, Model, ID No.:

Names of HSE Representatives/Workers involved: Date:
. YJ/N N /Y| N N Y N NA
[ . [l Passenger seatin good condition  [] ] ] . ]
] . [l Operator restraints available ] ] ] . ]
| - [l Operator restraints functional ] ] - |
] - [l Passenger restraints available ] - ]
g E 3 E
Inspected/maintained within a year ] - ] ] ] - ]
. Attachments suitable size for
The operator has a license ] . ] ] machinery ] . ]
Attachments are manufacturer-
No unauthorised alterations ] ] ] [] approved ORdeemedsafebya [] ]
competent person
O R O (1 BB [1 Attachments secured properly O BBl O
] - ] ] - [] Locking pins in place ] - ]
] . [] sSafe it fropn the cabin ] - ] ] . ]
] . abin clean, free of clutter ] . ] ] . ]
Danger areas guarded: abin Mentilated / AC O BN O O BB O
Moving motor parts [ ] . ] O - O ] . ]
el E 1 B H B
Hydraulic hoses/valves etc.  [] - ] O - [ TMP developed & implemented ] - ]
Hot engine/muffler parts [ [N [ [0 BB [] LOTO procedures in place O RN O
Others? [] . O Il - O] Where [N is selected, check with your
supervisor.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
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