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SKID STEER SOP

OPERATION
1. Operate in accordance with 4. Mount & dismount the machine safely:

manufacturers' instructions a. Face the machine whenever you mount & dismount the machine Use provided
2. Wear prescribed PPE steps/handholds when entering or ng the cabin

b. Maintain a three-point contact with'the s & with handholds

b. Quick-hitch devices
c. Attachment

5. Driving on
slopes
Safer
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6. Start up from inside the cabin in a seated position 9. Fuelling
a. Start engine a. Shut off engine

b. Allow to cool before fuelling if possible

d. Check the area is safe, clear of personnel and obstacles before moving

7. Connect attachments as per manufacturer's instructions:
a. Remove non-essential persons from the area f. Ensure cap has been secured and any
b. Ensure attachment is on a flat, level surface vapour residue is wiped away.

NO®

SMOKING

f. Check correct flow & pressure (as per manufacturer's instri
g. Operator to raise skid steer arm slowly & test attachment is
8. Operation
a. Ensure ground conditions will support the machine an
Maintain clear separation from pedestrians
No horseplay when operating machine
Carry loads low as possible

se

e oo

a. Park in a safe area (flat, firm ground, clear of obstructions, traffic, waterways, hazardous or sensitive areas). If this is not possible, park
across the slope

b. Lower attachments to the ground
c. Turn/lock-off all hydraulic valves. Idle engine down.
d. Remove keys & apply the park brake
e. Inspect for any damage/leaks. If damage is detected — report immediately & take out of service.
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HAZARD CHECKLIST (POWERED MOBILE MACHINERY) Make, Model, ID No.:

Names of HSE Representatlves/Workers involved: Date:
The passenger seat in good
O . O condition O O O . O
] . [] Operator restraints available ] ] ] . ]
] - [] Operator restraints functional ] - ]
O MR O O B O
] E : 3 E
O M O O ml =
Attachments suitable size for
[ . [ [ machinery [ . [
Attachments are manufacturer-
No unauthorised alterations ] ] ] [ ] approved OR deemed safe by a ] ]
competent person
Intended for use as designed ] - ] ] - [] Attachments secured properly ] - ]
Warning devices installed ] - ] ] - [] Locking pins in place ] - ]
X\flfaer(;mg devices positioned for best [ . [ [ - [] Controls labelled correctly [ . [
Where passengers are permitted,
the passenger has the same level of [] ] ] ] ]
protection as the operator
— - O BN O O M O
T E d E 8 E
o B 3 B -l -
O MR O mj = O M O
[0 BB [0 Wheels do not have cracks (] BB (1 LOTO procedures in place O R O
. [] Wheels have adequate tread Il O] Where is selected, check with your
depth supervisor.
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