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METAL CUTTING BAND SAW SOP
OPERATION % Do not leave unattended when

1. Operate in accordance with manufacturers’ instructions running.

2. Wear prescribed PPE

6. Open vice to accept the workpiece to be cut. If the piece is long, support the end w pprgyed

support
7. Rotate the vice hand wheel to tighten the workpiece ¥v' CLEAN the band saw. Oil and

8. Turn the motor switch on, adjust blade speed to correct setting for the erpiece grease marks should be cleaned off
using mild household surface

cleaner and a soft rag.
= Adequate ventilation based on materials being cut
= Secure work using clamps

= Ensure correct direction of feed (into blade/cufter a theYotation of the blade)
= Stand with feet shoulder-width apart, mainj#fn a firm g@ance

v" Wear gloves when handling blades
during replacement (cut-resistant

gloves).
= (Clear away off-cuts, swarf, and debris regularly
= Turn off the machine; follow LOTO procedures to ensure the machine cannot be accidentally
activated. Wear cut-resistant gloves when clearing away debris and disposed of in appropriate
containers
= Stop work if the machine begins to vibrate unexpectedly, or the blade appears to be weakened.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (NON-MOBILE EQUIPMENT) Make, Model, ID No.:
Names of HSE Representatives/Workers involved: Date:
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Monitoring dismantle/
[ [ decommission [ [ 0 . o
L] - [] Warning devices installed L] - [ l - [
Warning devices positioned for

[ . [ best effect [ [ O . O
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Controls prevent accidental

The operator has a license ] . ] ] operationp L] . L]

No unauthorised alterations ] - ] ] - [] Controls can be locked to "off." [ - ]

Intended for use as designed ] - [] ] - [] E-stops are "stop & lock-off" type [ ] - ]

Safety procedures in place for: ] - [] E-stops marked & colouredred [ - ]

Installation [ . ] iation risks  [] - ] Il . [

] . ] EjeCted materials [] - ] ] . ]

O - O IN@ /air under pressure [ ] - [] O - [

O B O m O] O Bl O

Sufficient room for safe

[ . [ operation 0 . o

] - ] Correct for job ] - ]

] - ] Correct attachments ] - ]

Maintenance [] - ] LOTO procedures in place ] - ]

Dismantle [ ] . ] Guards are of solid construction H . n Where &Y is select_ed,checkwith the
Supervisor.
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