


Company Address:
by SafetyCulture ABN/NZBN:

BENCH GRINDER SOP

G SafetyDocs

p OPERATION
[ % ]
J 1

No flammables

Ensure the guards are in place before turning the grin
L l 5. Check the flange nut is tightened

Before switching on the grinder, turn the grindi eel bysdand to make sure it is not contacting the work or tool

Fire extinguisher
rest

9. Adjust shield so that it is over

shwren s from the work area.

»

10. Remove adjusting keys
11. Stand aside and let the

- -

No trip or slip hazards

I

Appropriate ventilation

up to full speed after switching on before you start to use the grinder

15. Do not strike or drop the wheel
16. Slowly move the workpiece across the face of the wheel in a steady, uniform manner.
17. Feed work into the grinder blade against the direction of the rotation

Adequate lighting
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ON COMPLETION
v Turn the power off, and don't leave until the wheel comes to a complete stop

e Discard wheels when:

v Diameter approaches driving fla

v" Work rest can’'t be adjusted withi -1/16in. of wheel due to diminished wheel size

v' Doesn'’t cut efficiently due to eed.

% Do not force the workpiece against the wheel

% Do not grind non-ferrous metals (such as aluminum or brass)
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HAZARD CHECKLIST (NON-MOBILE EQUIPMENT) Make, Model, ID No.:
Names of HSE Representatives/Workers involved: Date:
. YN N /Y[ NI/NA | Y[N NA]
Monitoring dismantle/
O O decommission O O O . O
] - [l Warning devices installed ] ] ] - ]
Warning devices positioned for
O . ] best effect L o . o
o il O ] =
0 B O O ml  f=
Maintained within a year ] - L] [] Controls have easy access ] - ]
Controls prevent accidental

The operator has a license ] . ] ] operationp ] . L]
No unauthorised alterations L] - L] ] - [] Controls can be locked to "off." L] - ]
Intended for use as designed L] - ] ] - [] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: acefatiomrisks ] - [l E-stops marked & colouredred  [] - ]

. . E-stops immediately accessible
Installation [ ] . ] a ion risks ] - L] to opgrators 4 [ . L
Assembly [ . ] cted materials [ ] - ] L] . L]
mll ml f= ] [n
mll | O 0 O il O
0 B O mll =
0 B O 0 B O
] - L] Correct attachments ] - ]
] - ] LOTO procedures in place ] - ]

Dismante [ ] . O] Guards are of solid construction [ . n Whereis select(_ad, check with the
Supervisor.
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