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STRAPPING TOOL SOP

OPERATION
1. Operate in accordance with manufacturers’ instructions
2. Charge the battery and insert the battery into the strapping tool. Charging:
a. Remove the battery pack from the handle by pressing the push-lock buttons downwards

v Position workpiece to
avoid the workpiece
from falling or moving

e. The temperature of the battery pack may rise slightly during the ging ion. This is normal. If the .
green LED extinguishes during charging, the temperature is eit @ e or below the perfect charging
temperature. In this case, pull the plug of the charger and e pattery in an environment in which -
the temperature is either warmer or colder
3. Position workpiece to avoid overreaching, awkward post nd ben and the workpiece from falling or

moving during strapping operation

7. Tensioning & welding:
a. Holding the tool in your dominant hand, lift the r@€ker lever toward the handle
b. Slide the straps, one on top of the other, in e tool up to the stop and release the rocker lever
c. Press the PUSH button until the strap is tensioned as desired (re-tension at any time) CLEANING

i. Keep fingers from under the strap when tensioning Clean the strapping tool

daily — DO NOT use water
or steam to clean the tool.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
Y/ NNA /Y N NA Y[/ N NA
Monitoring dismantle/
O . O decommission O O O . O
] - [] Warning devices installed ] ] ] - ]
Warning devices positioned for
[l . 0 best effect O o O . O
a) [= =] =
ufl  f= O ufl =
ufl  f= O ufl =
The operator has a license ] . ] ] ] . L]
No unauthorised alterations ] - ] ] - [] Controls can be locked to "off." ] - ]
Intended for use as designed ] - ] ] - [] E-stops are "stop & lock-off" type [ ] - ]
] - [] E-stops marked & coloured red ] - ]
E-stops immediately accessible
O . ] 0 - O to operators H . =
. E-stops not affected by an
[l . 0 el el N - 0 electrical malfunction O . O
] - uid /air under pressure [ ] - [l [l - ]
ufl | O O =l =
use O BB OO =] fs
Cleaning ] MEM O 0 Bl O
Maintenance [ ] - ] ] - ]
Dismantle [] - [J Guards are of solid construction ] - L] Whereis selected, check with the
Decommission  [] - [0 Guards are difficult to bypass O - O Supervisor.
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