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ULTRASONIC CLEANER SOP

OPERATION
1. Operate in accordance with manufacturers’ instructions
2. Wear prescribed PPE

% Do not use acid or blend in your
stainless-steel tank, as pinholes
will be created.

b. Do not let items rest on the base of the bath. Always use a baske pport the item

c. Do not operate if the tank is less than 2/3 full, including the it uid
6. Place the cover on the tank to avoid evapouration or splashi CLEANING
o Ensure the unit is isolated from
power before adding or removing
b. To increase/decrease the temperature, pr eu down arrow below the temperature liquid
display. The heater is used to keep fluid @t a t rature between cleaning cycles; the
ultrasonic process also acts to heat the
8. Once the time and temperature have been set, e relevant process to enable/disable

button(s) (Heating, Degas, Delicate or Full). The relevant indicator lights will turn on, and the
cleaner and/or heater will enable:

o Do not immerse the machine in
water or any other liquid

o To clean the unit: unplug, rinse
and wipe dry.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
. YJ/NNA Y[ N N Y N NA]
Monitoring dismantle/
O [ decommission O L] o . o
] - [] Warning devices installed ] - ] ] - ]
Warning devices positioned for
O . [ best effect O L] o . o
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No unauthorised alterations ] - ] ] - [] Controls can be locked to "off." ] - ]
Intended for use as designed ] - [ ] - [] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [] E-stops marked & colouredred  [] - ]
) ; . E-stops immediately accessible
Installation  [] . ] diation risks  [T] - L1 to operators [ . o
Assembly [ . ] ed materials [ ] - ] ] . ]
Construction [] - L] I0igl /air under pressure [ ] - L] ] - ]
ull f= 0 O O Bl O
ull s O B O
] - ] Correct attachments ] - ]
] - ] LOTO procedures in place ] - [
[l - [l  Guards are of solid construction ] - [] Where N[5} is selected, check with the
] - [] Guards are difficult to bypass 1 - H Supervisor.
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