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ROTARY TOOL SOP

ACRONYMS
LOTO - Lockout/Tagout.
PPE - Personal Protective Equipment.

HAZARDS

What can cause harm?
A Noise
A Electricity

PRECAUTIONS
o All operators are trained and competent to @perate_the
Operator training should include:
»  Workplace induction

tary Tool safely.

TION
oreae

= First Aid
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PRE-OPERATIONAL INSPECTION

Follow the pre-operational checklist in the manufacturer’s
al manual, ensure:

inspected before each use and before being

ed to the air supply hose

= No loose or missing screws, nuts, bolts
= Qutside casing not damaged
= The tool is not modified.

MAINTENANCE

Follow LOTO procedures. Record service/repairs information
in Maintenance Log. Maintenance is to be conducted as per
manufacturers’ instructions and by qualified persons only
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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OPERATION WORK AREA
N : 7/
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Adequate
lighting
5. Start rotary tool. When starting a cold/new wheel, apply to the work —
slowly, allowing the wheel to warm gradually p—
6. Manually feed wheel into cut:
x DO NOT use excessive force. Allow the wheel to cut freely ﬁ ———
9 —— -
- —
BATTERY CHARGING —

v Switch the tool to OFF
v" Remove the battery from the tool by squeezing the tabs on both
sides of the battery pack
8. Hold or support the cut workpiece to prevent it falli ndcausing v Insert the battery into the battery charger
injury or property damage
. Switch off the rotary tool at the end of the oper
10. Store the rotary tool in a clean, dry, safe location.

A —— . y — —
e e W -
e — o —— —
- - -y - v

Replace the battery into the tool.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
. |/Y/NNA Y N/ NA YN NA]
Monitoring dismantle/
O O decommission O O O . O
] - [1 Warning devices installed ] ] ] - ]
Warning devices positioned for

[ . O best effect L o . o
all = a) =
O B O O 0 Bl O
Maintained within a year L] - L] L] L] - []
The operator has a license ] . ] ] ] . ]
No unauthorised alterations L] - ] L] - [] Controls can be locked to "off." L] - L]
Intended for use as designed L] - ] L] - [] E-stops are "stop & lock-off" type [ ] - L]
Safety procedures in place for: ] - [] E-stops marked & coloured red ] - ]

i E-stops immediately accessible
Installation  [] . ] [l - U operators [ . [

. E-stops not affected by an
[ . 0 szt MEETED Nl - 0 electrical malfunction O . O
L] - uid /air under pressure [ ] - ] ] - L]
ufl | O [ ml =
O B O 0 Bl O
ufl = 0 Bl O
]l = ml [=
O B O ul Hs
| - [l Guards are of solid construction ] - L] Where N[5} is selected, check with the
] - [0 Guards are difficult to bypass ] - ] Supervisor.
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