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THICKNESSER SOP
OPERATION DO NOT: X Do not reach over the blades

1. Operate in accordance with manufacturers’ instructions

% Do not plane branches or secondhand
2. Wear prescribed PPE — Do not wear gloves while working on or with the Thicknesser! P

timber

% Do not stand in line with the workpiece
during operation

4. Place the workpiece on the table

5. Adjust the depth of cut

6. Turn the Thicknesser ON and wait until the blades reach full sp
a. Ensure the workpiece is not in contact with the feed roller wi

m the machine on

ON COMPLETION
v" Switch OFF the

eference to sweep), regularly cleanup the work Thicknesser

c. Keep dust to a minimum (use industri
area during the shift to reduce trip and fall haz

d. Regularly clean up around the work area a achine during the shift to reduce trip hazards. Store
planed workpieces in a safe manner, so they do not create hazards

v Disconnect the power
source.
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This SOP does nof cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
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Monitoring dismantle/
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] - [ 1 Warning devices installed ] ] ] - ]
Warning devices positioned for
O . [ best effect L o . o
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The operator has a license ] . ] ] L] . ]
No unauthorised alterations L] - L] L] - [] Controls can be locked to "off."  [] - L]
Intended for use as designed L] - L] L] - [] E-stops are "stop & lock-off" type [ ] - L]
Safety procedures in place for: L] - [] E-stops marked & colouredred  [] - ]
. . E-stops immediately accessible
Installation [ ] . ] a ion risks L] - L] to opgrators 4 [ . O
. E-stops not affected by an
Assembly [ ] . [ siizel Tsitels N - L] electrical malfunction O . O
] - id /air under pressure [ - ] ] - O]
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O - [l Guards are of solid construction ] - L] Where N[5} is selected, check with the
Decommission [ ] - [0 Guards are difficult to bypass ] - ] Supervisor.
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This SOP does nof cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.





