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OPERATION

1. Operate in accordance with manufacturers’ instructions V
2. Wear prescribed PPE D 0 N UT
S % Do not use the soldering unit with the tip

removed, as this will damage the heater
% Do not shake or hit the soldering iron on
the workbench to shake off residual

solder
8. Set the required temperature
9. Push the ON/OFF switch to the ON position. s up to the solder melting
point in about 30 seconds, and the green L lluminate when it is ready to use
SOLDER STORAGE
12. On completion of the task, push the ON/OFF switch to the OFF position o Keepin a cool, dry, well-ventilated area
13. Replace the soldering unit in the iron holder or on the bench. protected from sparks
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
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Monitoring dismantle/
O O decommission o o O . O
] - [l Warning devices installed ] - ] ] - ]
Warning devices positioned for
[ . [ best effect O O O . O
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The operator has a license ] . ] ] L] . L]
No unauthorised alterations ] - ] ] - [] Controls can be locked to "off." ] - ]
Intended for use as designed ] - [ ] - [] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [] E-stops marked & coloured red ] - ]
i E-stops immediately accessible
Installation  [] . L] ] - [ to operators N . U
. E-stops not affected by an
[ . [ szt s - [ electrical malfunction O . O
] - ] /air under pressure [ ] - L] 0 - O
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Maintenance [ ] - ] L] - ]
Dismantle [ ] - [] Guards are of solid construction L] - L] Whereis selected, check with the Supervisor.
Decommission [ ] - [l Guards are difficult to bypass ] - ]
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