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ORBITAL SANDER SOP

G SafetyDocs

ACRONYMS HAZARDS - What can cause harm?
LOTO - Lockout/Tagout. A Noise
A Electricity

PPE - Personal Protective Equipment.

PRECAUTIONS
o All operators are trained and competent to safely operate the Orbital S
Operator training should include:
»  Workplace induction
» Safe operating procedures

RE-OPERATIONAL INSPECTION
o Follow the pre-operational checklist in the
manufacturer’s operational manual, ensure:
» Visually inspected for any damage

BATTEP" unARGING
» Guards prevent access to danger areas

» Locking devices functional

MAINTENANCE = Moving parts are aligned

o Follow LOTO procedures. Record service/repai ormation in Maintenance
Log. Maintenance is conducted as per manufacturers’ instructions and by
qualified persons only
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ORBITAL SANDER SOP

ATTACHING PAPER TO SANDING PAD

Turn off the tool before making any adjustments or removing or
installing attachments/paper or accessories. Be sure the switch is in
the OFF position.

1. Turn the sander over so that the sanding pad is facing upward

OPERATION

1. Operate in accordance with manufacturers’ instructi
2. Wear prescribed PPE

3. Check Sander is switched OFF before plu n or Inserting a o Unplug the sander _
battery pack o Remove the battery pack, or lock off the trigger before
4. Remove adjusting keys and wrenches bef rningthe sander ON. installing, adjusting, and changing any accessory.

DO NOT

x Do not operate sanders near flammable liquids, gases, or
dust
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:

__________________ Y JN NA Y /N N Y N NA

Monitoring dismantle/
[ . [ decommission [ [ [ . [
L] - [] Warning devices installed O O O - O

Warning devices positioned for
L] . [ best effect [ [ . [
al = =] k=
ufl  f= O ufl =
Maintained within a year ] - ] Ol ) ] - ]
Controls prevent accidental
The operator has a license ] . ] ] operationp ] . ]
No unauthorised alterations L] - L] ] - [] Controls can be locked to "off." L] - L]
Intended for use as designed ] - L] ] - [l E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [l E-stops marked & coloured red L] - L]
) : . E-stops immediately accessible
Installation  [] . O adiation risks [T - O to operators [ . [
] . ] cted materials [] - ] L] . L]
O - id /air under pressure [ - O ] - Ol
mll O O al |=
O BN O 0 Bl O
0 B O ull s
] - ] Correct attachments ] - ]
] . ] LOTO procedures in place ] . ]
Dismantle [ ] - [] Guards are of solid construction ] - ] Whereis selected, check with the
Decommission [] - [0 Guards are difficult to bypass O - O Supervisor.
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