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OPERATION Ensure the Router is
1. Operate in accordance with manufacturers' instructions jsojated from thé®power
2. Wear prescribed PPE source.
3. Plug in the router:
a. Ensure both the Router and the router are both switched O
@ CONSIDERATIONS
4. Turn ON the Router: _ _
2 Switch the Router to the ON o Where po§3|ble u.se clamps or aIV|ce to secure
b. To start the Router, lift the safety lock ess the, GREEN ON button the workpiece. Itis safgr than using your hand
c. To stop Router, press the RED OFF siife o Clean up excess materials around the work area

during the shift to reduce the risk of trips, slips
and falls

Switch OFF Router and isolate from the power source
Switch OFF router and isolate from power source

. Clean up any debris that may have been made

0. Place all tools used back where they belong.
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This SOP does nof cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of HSE Representatives/Workers involved: Date:
. | YJ/NNA Y/ N Nl | Y|N NA]
Monitoring dismantle/
[ . [ decommission [ [ [ . [
] - [ ] Warning devices installed ] ] ] - ]
Warning devices positioned for
L] . [ best effect [ [ [ . [
al = ] =
O BB O O ufl =
O B O O 0 B O
The operator has a license ] - ] ] L] . L]
No unauthorised alterations L] - L] ] - [] Controls can be locked to “off.” L] - L]
Intended for use as designed ] - L] ] - [ ] E-stops are “stop & lock-off” type  [] - ]
Safety procedures in place for: ] - [l E-stops marked & coloured red L] - L]
) E-stops immediately accessible
Installation  [] . O Ll - 0 to operators [ . [
E-stops not affected by an
Assembly [ ] . [ 0 - 0] electrical malfunction [ . [
] - uid /air under pressure [ ] - Ol ] - ]
ufl | O O mll =
0 B O ufl =
0 B O ufl =
0 B O ufl =
0 BB O o B O
Ol - [l L] - Il Where [NI&§f is selected, check with the
O - [0 Guards are difficult to bypass ] - ] Supervisor.
HANDHELD ROUTER SOP © SafetyCulture All Rights Reserved Page 3 of 3
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