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ROTATIONAL MOULDING MACHINE - PLASTICS SOP

MACHINE INSTALLATION
o The machine is securely positioned on a firm, level surface

o Operators have a good line of sight into the oven
o Adequate natural ventilation or mechanical ventilation installed.

CYCLE STEPS
1. Operate in accordance with manufacturers' instructions. Wear prescribed P

Material loading:

c. Secure the mould halves together with a series of bol S,
ensuring powders do not leak, creating fuel for the fire

d. Conduct a pre-rotational inspection of the mould kages
3. Heating:
a. Place charged mould in the oven where4 eatedi@and rotated at the o Giving a way to escape easily e.g., through kick
same time. This melts, fuses and shapes t e mould form panels or by a means of opening the door from inside;

or

o Giving ways to raise the alarm from the inside of the
oven to let people know they have become trapped;
5. Unloading: orv peop W ey nav pped,
a. Remove the mould from the cooling chamber
b. Open the mould and remove the finished product
c. Check there is no moisture in the mould

6. Repeat cycle.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
e Y v v v NA Y N NA|
Monitoring dismantle/
[ . [ decommission [ [ [ . [
L] - [] Warning devices installed O O O - O
Warning devices positioned for
[ . 0 best effect 0 0 . o
a) = =] =
0 B O O ml [=
0 B O O ull =
Controls prevent accidental
The operator has a license ] . [ ] operationp ] . ]
No unauthorised alterations ] - Ol Ol - [] Controls can be locked to "off." Ol - ]
Intended for use as designed ] - ] ] - [] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: Ol - [l E-stops marked & coloured red Ol - ]
) . . E-stops immediately accessible
Installation  [] . ] adiation risks ] - 0 to operators [ . O
Assembly [ . ] jected materials [ ] - ] L] . L]
L] - uid /air under pressure [ ] - ] ] - L]
ufll || O O =] [=
ufl = ull W=
] - ] Correct attachments ] - ]
L] - L] LOTO procedures in place L] - L]
O] - Ll Ll - L] Where [NI]§ is selected, check with the
O - [0 Guards are difficult to bypass O - ] Supervisor.
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