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PNEUMATIC GRINDER SOP
OPERATION CHANGING DISCS
1. Operate in accordance with manufacturers’ instructions 1. Disconnect from power

2. Place unit on a firm, sturdy surface
3. e manufacturer’s supplied spanner (or other tools as
recommended by the manufacturer) to undo spindle

b. Fill the combined separator filter, regulator, and lubricant reservoir
c. The line pressure is correct for the grinder

5. Start grinder. When starting a cold/new wheel, apply to the work slo ing
the wheel to warm gradually
6. Firmly tighten
7. Test disc is secured before next use.
d. Be aware that there is a running on after the throt released
7. Manually feed wheel into cut:
a. DO NOT use excessive force; allow thefwhe t'feeely
b. DO NOT hold the tool near the body wh erati
o Pressure vessels and tanks (including pipelines,
flanges, vents, and valves).
9. Switch off the grinder at the end of the operation v' Check for sparks or smouldering.
10. Store the grinder in a clean, dry, safe location. . . .
g i v’ Use a Spotter during operation as required.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
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Warning devices positioned for
0 . ] best effect L o . 0
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The operator has a license ] . ] ] ] . ]
No unauthorised alterations Ol - ] ] - [] Controls can be locked to "off." ] - Ol
Intended for use as designed ] - ] ] - [l E-stops are "stop & lock-off" type  [] - Ol
Safety procedures in place for: ] - [l E-stops marked & coloured red ] - Ol
) E-stops immediately accessible
Installation  [] . O] [] - L o operators [ . O
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. If not practicable, then:
] - O] ocked. If not practicable, L] - L]
U - U 3 Pt?;s:ical barrier. If not U U
L] - L] practicable, then: [l - L]
[l - [] 4. Presence-Sensing O] - [l
] - [ 1 Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass O - O Supervisor.
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