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METAL CUTTING GUILLOTINE SOP

WORK AREA GUILLOTINE INSTALLATION

No flammables

v' There is adequate space for handling materials and path s tg and from the machine and for work in progress
[ v Supports are available if planning long workpieces. A rofyg sigid is feneficial
v Operators have a good field of view of the work area

OPERATION

. Operate in accordance with manufactu
2. Wear prescribed PPE. Gloves must no
when handling scrap metal duri

-—

tions
hen using the metal cutting guillotine; the gloves are to be used

- kd

7. Use correct lifting gifoce en handling large sheets of material:
;—” o Avoid long pe of rgbetitive movements o Use two or more people for lifting & moving
I:] = o Avoid awkward a stained positions heavy/awkward equipment
JJ o Use mechanical lifting aids when possible o Regular breaks

Appropriate ventilation 8. Use a support table or two-person lifts for large metal sheets
N\ ! 7/
3@:
Adequa’; lighting
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
. Y/NNA Y/ N/ NA Y N NA
Monitoring dismantle/
[ [ decommission [ [ [

. D
] - [] Warning devices installed ] - ] ] - ]
Warning devices positioned for
[ . [ best effect [ [ . [
=) = a) =
0 B O 0 O 0 Bl O
O B O O O 0 Bl O
a) = = a) =
No unauthorised alterations ] - ] O] - [] Controls can be locked to "off." O] - ]
Intended for use as designed ] - ] O] - [0 E-stops are "stop & lock-off" type  [] - O]
Safety procedures in place for: O] - [l E-stops marked & coloured red O] - O]
i E-stops immediately accessible
Installation  [] . [] [ - O 1o operators N . U
) . E-stops not affected by an

Assembly  [] . [ SR IIEUSTELS - 0 electrical malfunction [ . [
] - uid /air under pressure [ ] - ] ] - ]
ufl | O O O i O
nl [n ufl =
ul = mfl =
ul = O B O

Dismantle [ ] . [ Guards are of solid construction n . N Where [XF§ is selectgd, check with the

Supervisor.
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