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OPERATION o Chocks are essential when the rear wheels are

1. Operate in accordance with manufacturers’ instructions lifted since the parking brake usually sets on the

2. Wear prescribed PPE ATTENTSON | rear wheels. Without a chock, the vehicle can roll
even if your parking brake is on.

BACKUP SAFETY

6. Apply vehicle park brake or in 1%t gear for manual transmission:
a. For added safety, use wheel chocks
7. Position the jack under a solid, structural piece of the vehicle frame:
a. The owner’s manual will provide this information, general
divot in the chassis near the wheel

Do not jack up a vehicle on an incline or uneven surface
% Do not use jack stands on soil, wet ground, or hot asphalt
12. Lower the jack until the vehicle is resting on the stan * Do not position jack stands under floorboards or under a
13. Repeat process for the other stand moving part such as the suspension
14. Test the stands:

a. Push the vehicle with your hands o sides, rear, and front

b. If unstable, reorient the stands

CLEANING

v Clean the jack and stands with proper unoxidized detergent
19. Lower vehicle to the ground. *x Never use water to clean as it causes oxidization

x Do not apply oil or grease to any part of the jack and stand.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT)
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Monitoring dismantle/
decommission

Warning devices installed

Warning devices positioned for
best effect

Controls prevent accidental
operation
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No unauthorised alterations
Intended for use as designed
Safety procedures in place for:

Installation
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Controls can be locked to "off."
E-stops are "stop & lock-off" type
E-stops marked & coloured red

E-stops immediately accessible
to operators
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LOTO procedures in place

] ] Where is selected, check with the
Guards are difficult to bypass ] ] Supervisor.
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