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MILLING MACHINE SOP

L

. ) . Consult
No flammables Fire extinguisher SDS Sheet

OPERATION v' Get help in any avy attachments associated with the mill

1. Operate in accordance with manufacturers’ instructions v Stop the mach making any adjustments or measurements

2. Wear prescribed PPE V

the floor around the machine clear of chips. Wipe up spilled

ing fluids immediately
d. Select the shaft speed for tooling the piece se'a piece of cloth for protection of the cutter and your hands when
e. Calculate the horizontal speed of the worktable dling the milling cutters

4. Ensure the worktable is clear of debris and other obj

9. For conventional milling, feed the workpiece In the
10. For climb-milling feed the workpiece in the dire
% NEVER run the milling cutter backward

11. Use cutting oil as required to reduce frictional heat, thus extending the life of the cutting teeth

osite direction of the rotation of the milling cutter
of the rotation of the cutter
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
. Y/NNA Y N N Y NI[INA]
Monitoring dismantle/
[ [ decommission [ [ [ . [
] - [ ] Warning devices installed ] [l ] - ]
Warning devices positioned for
0 . L] best effect [ . [
al [= 2l =
O B O 0 O ufl =
O B O O ufl =
Controls prevent accidental
Ol . L] Ol Ol operation [ . [
No unauthorised alterations ] - L] ] - [] Controls can be locked to "off." L] - ]
Intended for use as designed ] - [] ] - [ 1 E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [l E-stops marked & coloured red L] - ]
i E-stops immediately accessible
Installation  [] . O] [ - U o operators [ . O
oo 0 [l 0 5 E 2 E
Construction [] - id /air under pressure  [] - ] ] - Ol
ufl | O O sl Q=
0 B O 0 B O
] - ] Correct attachments ] - ]
] - L] LOTO procedures in place L] - ]
] - [ 1 Guards are of solid construction ] - L] Whereis selected, check with the
] - [0 Guards are difficult to bypass O - O Supervisor.
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