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1. Operate in accordance with manufacturers’ instructions € AN AN
2. Wear prescribed PPE 'No = ' ~
flammable N i iio h q AQquate
materials igguisher © trip or slip hazards lighting
+ Clean o ental splashes of degreaser on the skin
a. The lid incorporates a fusible link to close the lid in the event imggdiately, ing the degreaser manufacturer's instructions
re . Seejg medical attention if necessary.

of a fire. This link is non-resetting and must be replaced
once it has been triggered

5. Position the Flexible Nozzle so that it is directly above the parts
CINANING
o Only use mild detergents to wipe over the exterior surface of the
10. Empty Drain Tank, as needed, by sliding out of Drying washer. Stainless steel cleaners can damage the control panel

brackets surface

11. Refer to SDS for proper disposal of cleaning sgfition
12. When not in use, switch off the pump, close th&§ d gsconnect
from the electrical supply. ELECTRICAL

D D N DT o Use electrical sockets protected by RCD (safety-switches) or use

portable RCD devices
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT)

Names of Representatives/Workers involved: Date:

/Y /N NA Y /N NA | Y N NA]

Make, Model, ID No.:

0 [l o Yoioing domante S E &l E
O] - [] Warning devices installed O] ] O] - O]
O . O \é\éasrtnelr]:f%gewces positioned for O O . O
. . n L] . L]
0 B O O O BN O
ufl [= 0 _ O B O
The operator has a license ] . ] Q ] gsgrt;ct)iljnprevent acgidental ] . ]
No unauthorised alterations ] - L] ] - [] Controls can be locked to "off." ] - ]
Intended for use as designed L] - L] L] - [] E-stops are "stop & lock-off" type [ ] - L]
Safety procedures in place for: ] - [] E-stops marked & coloured red L] - L]
nstallaton [ . O adiation risks [ - O E)—ztsgrsaigwrr;"lediately accessible O . O
Assembly [] . ] jected materials [ ] - ] ] . ]
O - ] id /air under pressure  [] - Il O - 0
0 B O 0 O ml f=
O B O O R O
O B O O BN O
O B O O BN O
O] - ] LOTO procedures in place ] - O]
L] - [] Guards are of solid construction L] - []  where [XI5Y is selected, check with the Supervisor.
] - [l Guards are difficult to bypass ] - ]
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