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TUBE AND PIPE BENDER SOP

OPERATION
1. Operate in accordance with manufacturers’ instructions /
2. Wear prescribed PPE oY
3. Purge the hydraulic system of air: No flammables
a. Using the handle lift the ram of the jack
Fire extinguisher
f. Repeat if required
4. Place the bender on a solid level surface b
5. Attach it to the workbench using clamps or bolts &
Consult
SDS Sheet
[ @
b. Remove roller shafts and move the roller to th dihele in the frame = o'
9. Slide the workpiece through the pipe bender of the’pipe bender and under the rollers
10. Using the slotted end of the handle, tighten the bottlegjackirelease valve by turning it clockwise
11. Insert the handle into the bottle jack
12. Pump the handle up and down to raise the bottle jack and bend the workpiece
13. After bending the workpiece to the required shape, remove the handle from the bottle jack and loosen the
release valve by turning it counterclockwise
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
Y NNA Y N NA Y/ N NA
Monitoring dismantle/
[ . [ decommission [ [ [ . [
] - [] Wwarning devices installed ] ] ] - ]
Warning devices positioned for
[ . 0 best effect [ . [
a) [= sl =
O B O 0 0 B O
o B O O mll W=
al [= n = 2l =
No unauthorised alterations L] - ] ] - [] Controls can be locked to "off." ] - L]
Intended for use as designed ] - Ll ] - [l E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [l E-stops marked & coloured red ] - L]
i E-stops immediately accessible
Installation  [] . O Ll - O to operators [ . [
. E-stops not affected by an
Assembly [ ] . 0 siEel EIETED - 0 electrical malfunction [ . [
] - id /air under pressure [ ] - Ol Ol - ]
O O O =l =
0 B O ufl =
0 B O ull =
0 B O o B O
] - [0 Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass ] - ] Supervisor.
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