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OPERATION 5. Cleaning:
1. Restrict access to work areas. Ensure: o Operate in accordance with manufacturers’
o Exclusion zone surrounding work area using barricades and signage is in place instructions

o Wear prescribed PPE

2. Setting up of the Water Jet Cleaner:
o Ensure that the cleaner is on a secure base and is not likely to fall
o Check fuel level

ATTENTION
PLEASE

o Connect the high-pressure hose and gun ONLY TURN ON THE WATER JET CLEANER

o Check the operation of the gun safety switch and er ONCE SET UP IS COMPLETED AND CHECKED.
3. Hoses set up. Check:

o Suitably protected to prevent crushing or puncture ge STO RAGE

o Use a “Whip Check” if possible to reduce the chance of hose whipping
o Attachments should be fitted as per the manufacturer’'s recommendations
4. Secure objects:

o Objects to be cleaned must be secured against movement NEVER HOLD AN OBJECT WHILE CLEANING IT.

o Small objects must be secured to a vice or similar tool.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.



Company Address:
by SafetyCulture ABN/NZBN:

& Sq fety Doc S Company Name:

HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
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No unauthorised alterations ] - L] ] - [] Controls can be locked to "off." L] - ]
Intended for use as designed [l - L] ] - [l E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: ] - [l E-stops marked & coloured red L] - ]
) E-stops immediately accessible
Installation [ . O Ll - 0 to operators [ . [
. E-stops not affected by an
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[l - [] Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass O - O Supervisor.
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