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SUBMERSIBLE FLEX DRIVE PUMP SOP
PUMP LOCATION OPERATION

v Qutside or in extremely well-ventilated areas with no 1. Operate in accordance with manufacturers’ instructions
low-lying zones that would allow carbon monoxide to 2. Wear prescribed PPE
build up, Obtain Carbon Monoxide alarms where
required

v Clear of ignition sources

v Clear of air-intakes, windows, or other areas where
exhaust can enter indoors or confined spaces

v Fire protection equipment easily accessible to the
area

b. Insert the flex shaft coupling completely into the drive unit housing &
release the trigger
c. Ensure the drive dogs are fully engaged & the trigger is in the horizontal
2. Allow to cool before fuelling if possible position
3. Remove cap slowly
4. Use a fuel hose, pouring spout or funnel

v Store in a dry area — protected from rain / high temperatures.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:
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No unauthorised alterations ] - ] ] - O] O] - ]
Intended for use as designed O] - ] ] - [] E-stops are "stop & lock-off" type [] - ]
Safety procedures in place for: ] - [] E-stops marked & coloured red O] - O]
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| - [] [] - [] Where [INI&} is selected, check with the
O - [] Guards are difficult to bypass ] - ] Supervisor.
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