


HYDRAULIC PUNCH AND SHEAR SOP

OPERATION e Angle shearing:

1. Operate in accordance with manufacturers’ instructions 1. Power the machine up and place the workpiece into
the material hold down

2. Push the workpiece through the angle hold-down and
into the blade area

adequate material is available beyond the stripper area to position the workpiece @
safely

5. Ensure your hands are clear of the working area

6. Depress the foot pedal to move the punch through the workpiece and q@ die ¥~ When the cut is complete:
a. Release the foot pedal to return the shear blades

to their neutral position
b. Reverse the thumbscrew to raise the material
hold-down & remove the workpiece.

8. Power the machine up and place the workpiece on_the f
9. Push the workpiece under the material hold-dovg and intO@he blade area
10. Position your workpiece to the desired cut and ) erial hold-down
3. Position your workpiece to the desired cut
4. Ensure your hands are clear of the working area and
depress the foot pedal to activate the notching station
b. Reverse the hand-wheel to raise the material hold-down and remove your
workpiece.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:

___________________ Y /N NA ________________________ Y/ N NA| Y /N NA]
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Controls prevent accidental
[ . 0 L operation [ . [
No unauthorised alterations L] - ] - [] Controls can be locked to "off." L] - ]
Intended for use as designed L] - L] ] - [ ] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: L] - [] E-stops marked & coloured red L] - ]
. E-stops immediately accessible
Installation  [] . ] L] - L to operators [ . u
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] - O] Correct attachments ] - O]
] - O] LOTO procedures in place ] - O]
O] - Ll L] - Ol Where [[NI]] is selected, check with the
] - [] Guards are difficult to bypass O - O SUPEIVISOI.
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