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LASER ENGRAVING SOP

OPERATION x DO NOT LOOK DIRECTLY AT THE
1. Operate in accordance with manufacturers’ instructions LASER BEAM
®
Consult e. The sheet must fit completely inside the sys for prop ration
SDS Sheet f. Return Vacuum Lift to its station
g. The operator loads the sheet into positi € ng
‘ h. DO NOT place any reflective metals i 3 inet as the beam may be reflected out of the machine
'\4 and cause injury

)

No flammables 3. Check that any external exhaust syst

o @
after laser processing may produce corrosive fumes. DISCONTINUE processing
signs of chemical deterioration in the laser system such as rust, metal etching or

c. Remove the cut items from the bay — use correct Manual Handling techniques:

d. Remove slag from the pieced sheets

7. After cut items have been removed from the bay:
a. Remove what is left of the sheet
b. Clean the area and remove any items/obstacles before loading the next sheet.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT)

Names of Representatives/Workers involved:

]
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Intended for use as designed
Safety procedures in place for:

Installation

Assembly
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LASER ENGRAVING SOP

Monitoring dismantle/
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decommission

[ ] Warning devices installed
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L] risks
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] cted materials
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[] Guards are of solid construction

[l Guards are difficult to bypass
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Company Name:
Company Address:
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Date:

Controls can be locked to "off."
E-stops are "stop & lock-off" type

E-stops marked & coloured red
E-stops immediately accessible
to operators

E-stops not affected by an
electrical malfunction
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Where is selected, check with the supervisor.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.





