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FABRIC MEASURE WINDER SOP
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FABRIC MEASURE WINDER SOP
This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.

OPERATION @

. Operate in accordance with manufacturers’ instructions
. Wear prescribed PPE

Place the roll of fabric in the cradle, unwinding from und ath. Alternatively, a bar is provided which sits on the

alternative fabric supports (see diagram in the instfuctic
Feed the fabric through the measuring wheels dnd i down
Increase the space between the drive roller e

roller
between the drive roller and the idler

tween the stainless-steel roller and the covered drive

at adjustable roller. (This will make it easier to thread the fabric up

Set the speed control
Switch on the machine. Never alfow the roll of fabric to slip on the drive roller as this will wear it smooth

Start off slowly and adjust t osition of the front idler roller so that the fabric grips the drive roller but does not fall
through. After the roll of fabric has increased in diameter, it may be necessary to increase the space between the drive
roller and the idler roller by moving the lever forward

inimum speed)
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It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
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Intended for use as designed E-stops are "stop & lock-off" type

Safety procedures in place for: E-stops marked & coloured red
E-stops immediately accessible
to operators

E-stops not affected by an

electrical malfunction

adiation risks

]

Installation

cted materials

% id /air under pressure

Assembly
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Il Where is selected, check with the
] supervisor.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.





