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DRIVESHAFT BALANCING MACHINE SOP
OPERATION

1. Operate in accordance with manufacturers’ instructions
2. Wear prescribed PPE. Always wear safety glasses

FIRSTAID

4. Install driveshaft on the balancer, ensuring that proper lifti re

used, lifting with your legs and arms, and not with yo
(Seek assistance with larger driveshafts)

Consult 5. Before balancing, you must ensure the drivesha
SDS Sheet
P
é
9. Attach counterweights securely using (ensure guards cover the area where counterweights are secured).
‘ »
Sr\&
x Do not lean on guards or.
Driveshaft balanci
CLEANING
x  NEVER use compressed air or jets of water to remove dirt or residues from the machine
v If necessary, use ethyl alcohol to clean the display panel.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (MACHINERY) Make, Model, ID No.:
Names of HSE Representatives/Workers involved: Date:
|/ Y/NNA Y[ N N Y N NA]
Monitoring dismantle/
[ [ decommission [ [ [ . [
L] - [] Warning devices installed O O O - O
Warning devices positioned for
0 . [ best effect L o . o
a) = =] =
O B O O 0 B O
O B O 0 0 B O
a) = s ] =
Ol - ] Ol - [] Controls can be locked to “off.” ] - ]
Intended for use as designed Ol - ] ] - [l E-stops are “stop & lock-off’ type [] - ]
Safety procedures in place for: Ol - [] E-stops marked & coloured red ] - ]
) E-stops immediately accessible
Installation [ ] . ] ] - S operators L] . L]
E-stops not affected by an
Assembly  [] . [ 0 - L] electrical malfunction [ . [
Construction [ ] - id /air under pressure [ ] - L] L] - L]
] - follows hierarchy: ] ] ] - ]
. If not practicable, then:
] L] erlocked. If not practicable, L] L]
then:
O B O O B O
O B O ufl =
O M O ul W=
L] - L] Ll - O] Where NI&§ is selected, check with the
1 E 1 E
DRIVESHAFT BALANCING MACHINE SOP © SafetyCulture All Rights Reserved Page 3 of 3

This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only to be used to complement more specific training or instruction.





