


Company Name:

SafetyDocs

/ by SafetyCulture ABN/NZBN:

HORIZONTAL MILL SOP

FIRSTAID
4.
5.
8.
. 4
9.

HORIZONTAL MiLL SOP

OPERATION

Long hair must be secured behind the head
Check and fit appropriate cutting tools drill bits:
a. Select correct cutter/bit for the task

b. Check cutters/bits are free from cracks or any other signs of da x Do not misuse the machine
for other than its intended

use

% Do not use machinery in
areas that are wet, cluttered,
or have poor lighting.

b. Use a chip shield to keep chips from hittin operator or others in the area
Milling machine operation
a. Always make sure that the cutting to

b. Set speed ranges and any ot era

at the correct height, and has the proper clearance
al prerequisites, e.g., define edges

g. Only remove chips using ge air blasts or chip brushes (be aware of rotating cutting tools)
General operation:

a. Do not overreach. Always maintain a balanced position

b. Position your hands a safe distance away from workpiece

f. Don’t leave rags, measuring, or other precision tools on the table of the machine.
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.

It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (MACHINERY) Make, Model, ID No.:
Names of HSE Representatives/Workers involved: Date:
. Y/NNA Y N N Y N NA]
Monitoring dismantle/
[ [ decommission [ [ [ . [
] - [ ] Warning devices installed ] ] ] - ]
Warning devices positioned for

0 . [ best effect U o . U
a) f= a] =
0 B O O ufl  f=
0 BB O O ufl  f=
al f= a 2l =

No unauthorised alterations ] - L] ] - ] L] - ]

Intended for use as designed [l - L] ] - [ ] E-stops are “stop & lock-off’ type [ ] - ]

Safety procedures in place for: Ol - [l E-stops marked & coloured red ] - Ol

) E-stops immediately accessible
Installation  [] . O] [ - U o operators [ . O
. . E-stops not affected by an
Assembly [ ] . L] Se TEUETELS - 0] electrical malfunction [ . [

Ol - uid /air under pressure [ ] - [l PPE supplied as required ] - Ol
ufl | O O sl Q=
ull = ufl =
O B O ufl =
ufl f= ul W=
[l - [1 Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass O - ] Supervisor.
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