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WHEEL STRAIGHTENING MACHINE SOP

OPERATION
1. Operate in accordance with manufacturers' instructions

2. Wear prescribed PPE

4. Prepare the wheel:

a. Clean wheel rim, take off counterweights
b. Check to find the possible faults

7. Do not start the machine without the wheel locking equip
Before straightening, you must ensure the installati el IS secure
9. Operate the wheel Straightener as per the manufac i

v Always wear safety glasses and gloves
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Do not operate the machine if the wheel rim has cracks or ot u

e wheel straightening cycle
the rotating parts. Ensure that long hair is

e rotating parts.

Do not lean on any part of the mac
Do not wear loose clothing that could
adequately secured so it cannot be entangled i

NEVER leave wheels/tyres in a vertical position — Always lay flat or store in a manner that prevents
them falling or rolling away.

Company Address:

DO NOT locate the machine
in areas of high temperature,
humidity, dust, or exposure
to flammable and corrosion
gas.
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EMERGENCY

In an emergency press "STOP"
to stop the rotation of the
wheels
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This SOP does not cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.

It is designed as a general guide only to be used fo complement more specific training or instruction.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
.Y NN/ YN NA Y [N NA|]
Monitoring dismantle/
[ [ decommission [ [ [ [
] - [l Wwarning devices installed ] ] ] - ]
Warning devices positioned for
0 . 0 best effect [ [] [ . [
a) = al =
0 B O O ull - =
0 B O O 0 Bl O
a] = a al =
O Bl O ml Q= ufl W=
Intended for use as designed ] - Ll ] - [] E-stops are "stop & lock-off" type [ ] - ]
Safety procedures in place for: L] - [l E-stops marked & colouredred  [] - L]
) . . E-stops immediately accessible
Installation  [] . O Radiation risks ] - O to operators [ . [
. E-stops not affected by an
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[l - [0 Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass O - O Supervisor.
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