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CYLINDRICAL GRINDER SOP

OPERATION - Operate in accordance with manufacturers’ instructions
1. Wear prescribed PPE
2. Work piece is centreed and firmly in place ¢ Grinding Wheels
v Carefully store grinding wheels away from
heat and humidity

FIRSTAID

8. Operator should make a small movement with
turn to see if the work is set up correctly

9. Ensure tool bar has sufficient clearance awa
the spinning chuck

v Use clean recessed matching flanges at least
1/3 the size of wheel diameter.

. » v" Rotate the handwhe rive e manually.
Motorised A
v Adjust the table travelTimit do@s to a desired NOTE: ALWAYS remove

v Positions keys after use to avoid

entanglement.

v Check there are no protruding bolts or counterweights on the workpiece
v Clean up excess materials around the work area during the shift to reduce risk of trips, slips & falls.
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HAZARD CHECKLIST (POWERED NON-MOBILE PLANT) Make, Model, ID No.:

Names of Representatives/Workers involved: Date:
v N NA VN ONAL Y N NA
Monitoring dismantle/
[ [ decommission [ [ [ . [
] - [ ] Warning devices installed ] ] ] - ]
Warning devices positioned for
0 . [ best effect U o . U
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] - L] ] - [] Controls can be locked to “off.” L] - ]
Intended for use as designed [l - L] ] - [ ] E-stops are “stop & lock-off’ type [ ] - ]
Safety procedures in place for: Ol - [l E-stops marked & coloured red ] - Ol
. . E-stops immediately accessible
Installation  [] . O] adfation risks 7] - U o opgrators / [ . O
. . E-stops not affected by an
Assembly [ ] . L] Se TEUETELS - 0] electrical malfunction [ . [
Construction [] - uid /air under pressure [ ] - ] ] - Ol
ufl | O O sl Q=
O B O ufl =
O B O ufl f=
ufl f= O Bl O
Il - [l L] - Il Where [NI&§f is selected, check with the
ufl  Ww o BN O Supervisor.
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