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HEMP PROCESSING MACHINE SOP

OPERATION

1. Operate in accordance with manufacturers’ instructions
2. Wear required PPE — hearing protection, long sleeved work shirts, protective pants, and safety glasses

a. Load the hemp; around one handful of stalks at a time, continuously
ENTANGLEMENT PREVENTION
v" Operators are aware of the emergency stopping cable
v Keep hands clear of any possible pinch points

x Do not remove guard panel from the main cha f the decorticator while the machine is in operation. This guard must
be removed by maintenance personne
x Do not access the in-feed rollers for any reason

FIRE PREVENTION
v Take care that foreign objeCts i.e./rocks, stones and metal are not fed with the stalks as this can cause sparks &/or ejected
v" Remove any masses of tan re and large hurd deposits regularly
x Do not store dry raw materials near the machine

5. Check the input rollers are receiving the hemp stalks properly

7. When processing is complete, switch off the tractor entirely and remove the final bulker bags from the machine.
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This SOP does noft cover all possible hazards associated with the task and should be used in conjunction with other references where necessary.
It is designed as a general guide only fto be used fo complement more specific training or instruction.
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Controls prevent accidental
The operator has a license ] . ] ] operationp L] . L]
No unauthorised alterations ] - L] ] - [] Controls can be locked to “off.” L] - L]
Intended for use as designed ] - [] ] - [ 1 E-stops are “stop & lock-off” type [] - ]
Safety procedures in place for: Ol - [] E-stops marked & coloured red ] - ]
) E-stops immediately accessible
Installation  [] . O] [ - L to operators [ . O
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[l - [] Guards are of solid construction ] - ] Whereis selected, check with the
O - [0 Guards are difficult to bypass O - O Supervisor.
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